
Print

MODEL KMP-400
 

KMP-400
4-inch portable receipt/label printer

One-key opening；OLED status display

Waterproof and dustproof grade reaches IP54

The anti-fall ability can reach 1.2m (concrete ground)

Support one-dimensional barcode printing, QR Code printing

7.4V/2500mAh large capacity battery with low power consumption  
design and auto power off keep working longer

USB, WIFI, Bluetooth, wired and wireless interface

Android and IOS SDK

Support blank and pre-printed receipt printing

Thermal dot line prin�ng
Max:70mm/s
203dpi(8dots/mm)
48mm~104mm

Print mode
Pin�ng speed 
Resolu�on
Effec�ve prin�ng width         

Character

Thermal head life ＞50km(12.5% print density)

Interface  

Environment 

Wire:Type-C USB
Wireless：Bluetooth V2.0/V4.0/WIFI

Physical

Barcode

Paper spec

Standard accessories

Print characters
Number of characters printed per line

Power

Recharge adapter

Driver / SDK

7.4V/2500mAH 

Standard: 5V/2A USB port charging Optional: DC12V/1A charging

Windows Driver；Android SDK；IOS SDK;Linux SDK

Outline dimension（WxLxH）
Weight
Color

ANK: 12x24  GBK:24x24
ANK:32   GBK:24

148*108*55.7mm
530g
Orange+black or green+white

1D: UPC-A,UPC-E,EAN-13,EAN-8,CODE39,CODE93,
CODE128,CODEBAR,ITF25
2D：QR Code

Type-CUSBDatacable,battery,5V/2Achargingadapter,paper roll

Paper Width
Paper Diameter
Core Inner Diameter
Paper thickness

58~112±0.5mm
Maximum 50mm
Smallest 13mm
0.06-0.12mm

Operating temperature
Working humidity
Charging temperature
Charging humidity
Storage temperature
Storage humidity

0°C~50°C
20%~85% 
5°C~35°C
20%~85
-20°C~60°C
5%~90%

Paper cutting method

Receipt printing: ESC/POS command

Paper out detection, Platen release, Head temperature, 
black mark detection(Optional)Abnormal detection

Command

Manual tearing


